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GYPSUM BOARD

INDOGYPS Gypsum

For Ceiling

For Partition

Installation Recommendations:
- Suitable for various interior design applications, providing an economical choice within drywall systems.
- It is versatility extends to partition, wall layer, and ceiling applications.

ISO 14001:2015 

ID 9108641749

ISO 9001:2015 

THICKNESS

9 mm & 12 mm

SIZE

1200 mm x 2400 mm

1220 mm x 2440 mm

Advantage:
- Lightweight and Strong.
- Anti-sag.
- Easy Installation.
- Environmentally friendly.
- Modern Technology.
- Export Quality.

Gypsum board from high-quality gypsum stone. 
Indogyps Gypsum Board is suitable for partition, ceiling, 
and wall layer applications in many building types. This 
board is a part of green product category because 
produced from natural gypsum stone, which is not harmful 
to human health. 

INDOGYPS Gypsum Board is an export product to South-
east Asian countries and is utilized in numerous large-scale 
projects across Indonesia.
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GYPSUM BOARD

INDOGYPS WR
(Moisture Resistant Board) Gypsum

The Park Mall Sawangan - Depok

Advantage:
- Formulated to reduce water absorption.
- Easy and fast installation.
- Environmentally friendly.

Installation Recommendations:
- Suitable for partitioning in humid space.
- It is versatility extends to partition, wall layer,     
  and ceiling applications.

ISO 14001:2015 

ID 9108641749

ISO 9001:2015 

Specifically designed to tolerate moist and humid
conditions.
Indogyps WR is suitable for constructing roof overhang 
area and high-humidity areas. Indogyps WR is one of 
products that has been exported to Southeast Asian 
countries and it is utilized in numerous big scale 
projects across Indonesia. The product are suitable for 
partition, wall layer, and ceiling in high-humidity areas.

THICKNESS

9 mm

12 mm

SIZE

1200 mm x 2400 mm

1200 mm x 2440 mm



Indogyps Gyptile is a premium quality ceiling panel with a paint-
ed surface texture, with various finishing options to meet project 
needs. Can be applied to ceilings in office, hotel, hospital, and 
shopping center projects.

Technical Data:
Thickness : 9 mm
Size  : - 600 mm x 600 mm.
    - 600 mm x 1200 mm.
Type  : - Pinhole
    - Sakura

Production: 
- Standard material ASTM C36, Standard Specification for 
  gypsum board.
- Application Standard ASTM C636, Standard Practice for 
  Installation of Metal Ceiling Suspension System for Acoustical 
  Tile and Lay in Panels.

Special vinyl formulation that requires minimal mixing or 
thinning to provide a smooth and seamless finish for gypsum 
board wall and ceiling joints. Indogyps Joint Compound serves 
as the final touch-up coating for interior gypsum board appli-
cations. It is an ideal material for embedding fasteners and 
corner surfaces where required. Additionally, can be used to 
repair cracks on gypsum board and brick wall plastering 
surfaces.

Preparation:
- Store Indogyps Joint Compound at room temperature for 
  24 hours before applying.
- Stir the joint compound tightly, do not add water.
- Use directly from the container when used for covering 
  embedded  fasteners, corner beads, and trims.
- If necessary, add ½ pints (250 ml) of water. Remix gently.
- Do not add in any other material.
- Keep the container covered when not in use.

Coverage and Storage:
For Joint Finishing : 28 kg for covering approximately 
     55.48 m2

For Texturing  : 28 kg for covering approximately 
     20.58 m2

Storage   : Store at room temperature in a 
     cool dry location. Keep away from 
     direct exposure to sunlight and 
     protect from freezing. Ensure the 
     seal is tightly secured.

Application:
- Apply Indogyps Joint Compound only on a dry surface.
- Apply thoroughly and allow each coat to dry before applying 
  the next.
- Keep air to the minimum joint compound surface tempera
  ture of 26/30°C within the working area until joints are 

GYPSUM COMPOUND

INDOGYPS Gyptile

INDOGYPS JOINT COMPOUND

Sakura Type

Pinhole Type

GYPSUM BOARD
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Advantage:
Easy and quick installation.



Indonesia's most popular and versatile jointing 
compound
Indogyps Cornice Compound 3 in 1, can be used for joints 
between gypsum boards, cornice adhesion (ceiling trim), 
crack repair, hole filling, and joining silica cement boards 
(for interior use).

Technical Data:
Working Time : 15 minutes.
Preparation Time : 18 minutes.
Attachment Time : 1 minute.
Dry Time  : ± 48 hours.
Mixing Ratio : 2 parts adhesive powder, 1 part clean  
    water.
Capacity  : 20 kg for attaching or joining 180 m 
    of profile trim.
Shelf Life  : 9 months - 12 months.

Storage Condition & Usage Method:
- Ensure consistent storage in a dry environment, 
  avoiding stagnant water and high humidity.
- To facilitate dilution, add water as needed.

Advantage:
- Less shrinkage.
- Withstands a load up to 3 kg.
- Consistent working time.
- Strong adhesion.
- Can be painted immediately after complete 
  drying.
- The hole is sealed strongly and neatly.
- Smooth finish.
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GYPSUM COMPOUND

INDOGYPS
CORNICE COMPOUND 3 in 1


